
Wolverine Tube - S/T Trufin

 
For Refrigeration, Petrochemical, Chemical, and LNG Applications       

Click here for printer friendly version.  

• External Standards 
This product is produced in alloy C12200 
to meet the mechanical, chemical, and 
testing requirements of ASTM B75/B359 
and in alloy C70600 to meet the 
mechanical, chemical, and testing 
requirements of ASTM B111/B359.  For 
applications to the ASME pressure vessel 
code, the product will be produced to meet 
the requirements of ASME SB75/SB359 
for alloy C12200 and to SB111/SB359 for 
alloy C70600.  Other applicable standards 
- DIN 1787, DIN 17671, DIN 17664, and 
ADW 6/2 WD TUV 420/5.

• Plain Sections
Plain ends and lands of 1" (25.4 mm) and 
over are standard.  For plain ends and 
lands down to 5/8" (15.9 mm), contact the 
Wolverine Marketing Department.  
Spacing between lands of 18" (457.2 mm) 
and over are supplied as standard.

• Lengths
Overall lengths, with power brush 
deburred ends, are supplied from 4' (1.219 
m) to 60' (18.288 m) as standard.  Overall 
lengths, with chamfered ends, can be 
supplied from 3' (0.914 m) to 28' (8.534 
m) as standard lengths.

S/T Trufin® in Copper-Nickel Alloys 

Type S/T Trufin® is designed for boiling 
and condensing of hydrocarbons and other 
liquids. Integral helical fins on the outside 
of the tubes provide an increase in outside 
surface area, in effect, minimizing a low 
heat transfer coefficient normally 
encountered when evaporating a liquid or 
condensing a vapor.  The inside diameter is 
basically a smooth surface. 

• Temper 
S/T Trufin® is supplied as 
standard, in the "as finned" 
condition with plain ends 
and lands in the annealed 
condition.  Material can be 
supplied in the annealed 
condition the entire length 
by special request.

  

 

S/T Trufin® - 11 Fins per Inch 

Standard Sizes 
Plain End 
Dimensions 

Finned Section Dimensions 

Catalog 
Number 

Expanded End 
Nom. OD 
inch (mm) 

Nominal 
Wall 

inch (mm) 

Outside 
Diameter 

inch  (mm) 

Wall 
inch (mm) 

Fin Height  
inch (mm) 

Maximum 
Fin OD 

inch (mm) 

Min. Wall 
Under Fins 
inch (mm) 

Root 
Diameter 
inch (mm) 

UNS C12200 
67-113028 5/8 (15.88) 0.028 (0.711) 0.500 (12.70) 0.063 (1.60) 0.125 (3.175) 0.628 (15.95) 0.023 (0.584) 0.375 (9.53)
67-113035 5/8 (15.88) 0.035 (0.889) 0.500 (12.70) 0.070 (1.78) 0.125 (3.175) 0.628 (15.95) 0.033 (0.826) 0.375 (9.53)
67-114025 3/4 (19.05) 0.025 (0.635) 0.625 (15.88) 0.063 (1.60) 0.125 (3.175) 0.753 (19.13) 0.023 (0.584) 0.500 (12.70)
67-114028 3/4 (19.05) 0.028 (0.711) 0.625 (15.88) 0.065 (1.65) 0.125 (3.175) 0.753 (19.13) 0.025 (0.635) 0.500 (12.70)
67-114035 3/4 (19.05) 0.035 (0.889) 0.625 (15.88) 0.070 (1.78) 0.125 (3.175) 0.753 (19.13) 0.026 (0.648) 0.500 (12.70)
67-115032 0.865 (21.97) 0.032 (0.813) 0.750 (19.05) 0.070 (1.78) 0.120 (3.048) 0.865 (21.97) 0.027 (0.686) 0.625 (15.88)
67-116038 1 (25.40) 0.038 (0.965) 0.875 (22.23) 0.075 (1.91) 0.125 (3.175) 1.003 (25.48) 0.035 (0.889) 0.750 (19.05)

UNS C70600 
67-113035 5/8 (15.88) 0.035 (0.889) 0.500 (12.70) 0.070 (1.78) 0.125 (3.175) 0.628 (15.95) 0.033 (0.826) 0.375 (9.53)
67-114035 3/4 (19.05) 0.035 (0.889) 0.625 (15.88) 0.072 (1.83) 0.125 (3.175) 0.750 (19.05) 0.033 (0.826) 0.500 (12.70)
67-115040 7/8 (22.23) 0.040 (1.016) 0.750 (19.05) 0.075 (1.91) 0.125 (3.175) 0.878 (22.30) 0.037 (0.940) 0.625 (15.88)
67-116044 1 (25.40) 0.044 (1.118) 0.875 (22.23) 0.083 (2.11) 0.125 (3.175) 1.003 (25.48) 0.041 (1.029) 0.750 (19.05)
67-118042 1 1/4 (31.75) 0.042 (1.067) 1.125 (28.58) 0.085 (2.16) 0.125 (3.175) 1.253 (31.83) 0.036 (0.914) 1.000 (25.40)

 

S/T Trufin® - 11 Fins per Inch 
Catalog 
Number

Weight Per 
Unit Length 
lb/ft (kg/m) 

Nominal 
Inside Dia. 
inch  (mm)

Nominal Outside 
Surface Area 
ft2/ft (m2/m)

Surface Area 
Ratio Outside 

to Inside

Nominal Inside 
Cross Sect. Area 

in2 (mm2)

UNS C12200 
67-113028 0.290 (0.431) 0.329 (8.36) 0.418 (0.127) 4.97 0.081 (52.3)
67-113035 0.317 (0.472) 0.310 (7.87) 0.418 (0.127) 5.29 0.073 (47.1)
67-114025 0.377 (0.562) 0.454 (11.53) 0.526 (0.160) 4.47 0.159 (102.6)
67-114028 0.378 (0.563) 0.450 (11.43) 0.526 (0.160) 4.51 0.156 (100.6)
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